
 
Product Selection Guide 

 

www.SVF.net What do you need today? 1-800-783-7836 

 
 
 
 
 
 
 
 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

• “Process-Quality” 
Regular Port 

• Weldable without 
disassembly 

• Live-Loaded Stem Seal 
• ISO Mounting Pad 
• 316L Grade Ends 
• Blowout Proof Stem 

• 316SS, Carbon Steel, Alloy-20, 
Hastelloy-C (in stock), Brass 

• NPT, Butt Weld, Socket Weld 
and Flanged 

 
• 1/4" to 2-1/2" 

 
• Reduced Port 

• “Process-Quality” Full 
Port 

• Weldable without 
disassembly 

• Live-Loaded Stem Seal 
• ISO Mounting Pad 
• 316L Grade Ends 
• Blowout Proof Stem 

 

• 316SS, Carbon Steel, Alloy-20, 
Hastelloy-C (in stock), Brass 

• NPT, Butt Weld, Socket Weld 
and Flanged 

 
• 1/4" to 2" 

 
• Full Port 

• Steam and thermal 
fluids. 

• Temperatures to 600 F 
• Weldable without 

disassembly 
• Live-Loaded Stem Seal 
• Encapsulated Body Seal 
• ISO Mounting Pad 
• Blowout Proof Stem 

• 316SS, Carbon Steel, Alloys 
• NPT, Butt Weld, Socket Weld 

and Flanged 
 

• 1/4" to 2-1/2" (N8), to 2” 
(BN8) 

• Reduced (N8) Full Port (BN8) 
 

• High Pressure 6,000 
psi design manufactured 
from forged steel or from 
bar stock to meet 
specific requirements. 

• Variety of options and 
materials 

 

• 316SS, Carbon Steel, Alloys 
• NPT, Butt Weld, Socket Weld 

and Flanged 
 

• 1/4" to 4" (H7), ¼” to 3”(HB7) 
 

• Reg Port (H7), Full Port (HB7) 
 

• High Pressure 5,000 
psi design manufactured 
from forged steel. 

 
• Variety of options 

 
• Lightweight design 

 

• Forged Carbon Steel and SS 
 

• NPT, Butt Weld, Socket Weld 
and Flanged 

 
• 1/4" to 1" 

 
• Reduced Port 
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• Meets Chlorine 
Institute standards 

 
• Full Range of Options 

 
• Blowout Proof Stem 

 
 

• Carbon-Hastelloy/Monel 
 

• NPT, Socket Weld and Flanged 
 

• ¼" to 2-1/2" (C8) 
¼” to 2” (BC8) 

 
• Reduced (C8), Full Port (BC8) 

• Instrumentation / 
flared-compression 
fittings 

• Live-Loaded Stem Seal 
• Encapsulated Body Seal 
• ISO Mounting Pad 
• Blowout Proof Stem 

 
 

• 316SS with silver plated 
threads 

 
• Compression ends 

 
• 1/4" to 1" Reduced (L8) 

1/4" to 1" Full Tube Port (SB7) 
 

• Diverter Valve 
• ISO Mounting Pad 
• 316L Grade Ends 
• Blowout Proof Stem 
• Stainless Externals 
• Full Range of Versatile 

Options 
 
 

• 316SS, Carbon Steel 
 

• NPT, BW, SW and Flanged 
 

• 1/4" to 2" 
 

• Reduced Port 
 

• Anti-Static and Fire Safe 
to API 607-4 

• Live-Loaded Stem Seal 
• Blowout Proof Stem 
• ISO Pad 
• Full Range of Versatile 

Options 
 

• 316SS, Carbon Steel 
 

• NPT, SW, BW and Flanged 
 

• 1/4" to 2" (F8), to 2” (FB8)   
3” and 4” reduced port (FS7) 

 
• Reduced (F8) Full Port (FB8) 

• Jacketed Valves 
• Multiple Steam Inlets 
• Seal Welded Design 
• Live-Loaded Stem Seal 
• Stainless Trim 
• Ideal for viscous fluids 

 
 

• 316SS, Carbon Steel, Alloys 
 

• NPT, BW, SW and Flanged 
 

• 1/4" to 4" 
 

• Reduced or Full Port  
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SVF Flow Controls is a leading producer of ball valves constructed from exotic alloys. Our products have been 
used in a wide range of industries and applications including an extensive presence in the pharmaceutical 
marketplace. To facilitate material confirmation and validation we record and archive MTRs in our database for easy 
retrieval and digital transfer.  
 
In addition to our standard cast products we produce specialty valves from bar stock to meet unique requirements. 
 


